2012 Great Plains Pickup Rules                                                               

General Rules

  1)  All weight added must be fastened securely.

  2)  If there are any weights or equipment lost during the pull, you will be disqualified.

  3)  All vehicles will be in neutral or park while being hooked and unhooked, with the drivers’ hands in the air.

  4)  Two flagman preferred, one at 75' and second at the end of the track, they have the right to stop the pull      for any reason.

  5)  The entire truck must remain in boundaries until the 300' marker or the puller will be disqualified.

  6)  No passengers will be allowed in the truck while pulling.

  7)  There will be no class jumping.

  8)  Classes may be combined providing participation.

  9)  No split rims allowed.

10)  All trucks are subject to a random check at any time.

11)  All trucks will start with a tight chain. NO jerking or shifting manual transmissions.

12)  All safety equipment needs to be in good working condition.

13)  No pulling from the fifth wheel hitch. (Must have clevis with stock hitch).

14)  2 WD and 4 WD may compete in same class depending on participation.

Stock 2 & 4 Wheel Drive

         Wt classes  5500, 6500, 7500

  1)  Pump gas or diesel only. Must be street legal working lights etc.

  2)  No engine swaps, OEM intake & exhaust manifolds.

  3)  No strokes allowed. No after-market ignitions.

  4)  OEM carburetor or fuel injection only.

  5)  No chips allowed. Stock drive train only.

  6)  No body swaps or alterations, working flat beds allowed.

  7)  Must hook from bumper or receiver hitch, must have clevis or pintle eye.

  8)  Maximum hitch height 2 WD = 30", 4 WD = 27".

  9)  No lift kits must be factory suspension, no suspension blocks.

10)  No weights outside of body.

11)  Must meet safety requirements.

12)  Tires: DOT 33" High x 13.5” wide max. No cutting or grooving.

Super Stock 2 & 4 Wheel Drive

        Wt classes  7500, 8000
1)  Any OEM factory production motor within body manufactured under 510 cubic inches.

2)  Single carb only, after market carb allowed. Factory fuel injection only, no modifications.

3)  Aluminum intake allowed, no tunnel rams or sheet metal intakes, 2" spacer maximum.

4)  Factory motor heads only
5)  Any type ignition allowed. No magnetos.

6)  Engine in stock location.

7)  Chips allowed and programs allowed.
8)  Must have stock pickup box or full flatbed. Needs to be stock body.
9)  Stock frame & wheel base.

10)  Traction devices, lift kits & blocking rear suspension allowed.

11)  Weights not to exceed more than 60" from center of front axle.

12)  Drive shaft loop required on the rear shaft.
13)  Maximum hitch height 2 WD = 30", 4 WD = 28 “.

14)  Must meet safety requirements, seat belts must be worn.
15)  No nitrous, propane, or alcohol.  Water methanol allowed. 
16)  Hitch not to exceed a max rise of 6” and an unlimited drop.
17)  Stock receivers must be in good condition with no broken welds or bent tubing, some type of improved 
       receiver is highly recommended but not required.
 

Rules and safety rules for all Modified classes.

  1)  # 2 Fire extinguisher minimum within drivers reach.

  2)  Master kill switch required 12" or greater above draw bar, no more than 6" off center.

  3)  White reverse light, lit when in reverse, 2" minimum diameter.  Back up horns (alarm) recommended
       (but not mandatory).
  4)  Must have working neutral safety switch.

  5)  SFI flywheel shield and blanket required on automatic transmissions. SFI steel bell housing required for                                                                                                       clutch system. All flywheels must be SFI approved, no gray iron.

  6)  Drive shaft loops mandatory, 2 per shaft minimum 6" overlap from U joint covers. U joints will be enclosed 360 degrees, 5/16 minimum thickness or complete drive shaft enclosure. Planetary Must have full enclosed shafts, 5/16 steel or 3/8 aluminum.

  7)  Harmonic balancers to be SFI approved or enclosed with 360 degree shield 1/4 inch thickness to exceed the width of the balancer. 

  8)  Must have engine shields from bottom of head down.

  9)  No engine driven fans.

10)  Upright headers or exhaust only.

11)  Wheelie bars mandatory on 2 WD  5"x 5" pad or 25 sq in surface area per pad. Capable of supporting weight of truck no closer than 2 inches behind rear tire with maximum height of 6 inches off the ground.

12)  Rear bumper bars and front tow loop required.

13)  Full firewall in cab, front and rear glass required.

14)  2wd, no more than 15' from center of rear axle to front most part of truck including weights.

15)  4wd weights no farther than 60" from center of front axle. Hitch point to be no closer than 24" from axle center line. Max of 144" wheel base.

16)  Hitch must be ridged in all directions with a 3 x 3 ½  inch hole.

17)  Maximum hitch height 2 WD = 30 inch, 4 WD = 27 inch.

18) Must have lug nut covers on rear axle.

19)  Lift bodies must have operating doors or escape hatch.

20)  Helmets, fire suits, gloves and seat belts required. 5 point harness is preferred.

Modified 2 & 4 Wheel Drive

       Wt classes  5500, 6200

  1)  One automotive style engine in stock location, Maximum 510 cu inches.

  2)  Any cast head, same make as block. No aluminum heads.  In stock configuration, any iron head.
  3)  Cast block only. Stock boar spacing.

  4)  Aftermarket intake allowed.  Allow tunnel rams.  No sheet metal.
  5)  One carburetor only, any cfm limit. Small blocks can use aftermarket fuel injection.

  6)  Pump fuel or race fuel only. NO Nitrous.No methanol fuel.

  7)  Any type ignition allowed. No magnetos.

  8)  Upright exhaust only.

  9)  Any rear end.  If planetary, it is mandatory enclosed drive shaft.
10)  Two transmissions allowed (totally enclosed).  Two forms of shifting (only) automatic and rear end.
       Allow 2 speed locked on (rear end).   
11)  Tires, Any DOT or Ag Bar approved tires at 20 PSI, Max of 35 x 16.1 x 16 (110 in circumference) 
       pro cut tires.  No duals, split rims, or professional pulling tires. 
Pro Modified 2 & 4 Wheel Drive

      Wt classes  6200 Light, 6200 Heavy

1)  One automotive style engine in stock location, Maximum 540 cu inches.

2)  Any Head except Hemi style head and no 4 valve heads.

3)  Naturally aspirated only; any Intake,carbs or injection. No blowers or turbos.

4)  Race fuel or alcohol allowed no nitro or nitrous.

5)  Any Rear end.

6)  Tires, max size equivalent to 18.4 x 16.1 2 WD
7)  Tires, max size equivalent to 34 x 15.5 x.15 for 4 WD
Super Modified 2 & 4 Wheel Drive

     Wt classes  6200 Light, 6200 Heavy

1)  One automotive engine, Blowers, Turbos allowed. 

2)  Maximum of 2 valves per cylinder

3)  All Blowers and turbos must have all straps and shields.

4)  30" drawbar height for both 2 & 4 WD.

Pickup Rules will be in place for 2 years, beginning 2012
