                                                   SUPER FARM CLASS RULES
                                                                         2012
                                                         8500 # CLASS, 9200 # CLASS

A)  Engine
1.  Engine must be a manufacturer designed block or the factory replica block.
2.  3/8 inch diameter cross bolts are required in the exhaust.  
3.  No engine larger than 640 cubic inches.
4.  The maximum size diesel fuel injection is “P” series pump.
5.  Water injection system must use water with lube only, no alcohol.
6.  No inner coolers


B)  Turbo
1.  Only one Turbo allowed.  3 X 3 Turbo
2.  The compressor inlet measurement is to be measured at the face of the wheel, a 

     maximum of 3.0 inches.  Tips of wheel must protrude into 3 inch opening at least 1/8   

     inch.
3.  The exhaust outlet measurement is to be measured at the face of the wheel a       

     maximum of 3.0 inches.
4.  Tips of the wheel must protrude into 3 inch opening at least 1/8 inch. 

C)  General Tractor Rules
1.  Must have fenders or shield between driver and rear tires.
2.  Must have wheelie bars capable of supporting weight of tractor.
3.  Tractor must operate with hood and grill.  Must have wide front end.
4.  Length of tractor cannot exceed thirteen feet from center of rear axle to front of
     weights.  Wheel base 114 inches or stock location.
5.  Tire size limited to 24.5 X 32.  Tires may be cut or non-cut.
6.  Each driver must have a solid drawbar with 3 inch horizontal hole.
7.  All safety equipment must be in place.
8.  Engine side shields, scatter blanket, air and fuel shutoff, and steel flywheel are
     required.
9.  Throttle must return to idle position when hand is released.
10. No on board ether or any other compressed gas allowed.  

D)  Fuel
1.  Diesel Fuel only

E)  General
1.  Any protester will accompany the protestee with the tech official to the pulling
     tractor being protested.  Protest to judge must be made before tractor is unhooked.
2.  There will be Turbo and water checks done throughout the pulling year.  Any rules 
     committee member can spot check at any time.

3. If you feel a loss of control or find an object/spectator too close to the track an
immediate repull is allowed.  No changes to the tractor will be allowed. 

4. Weigh at all pulls.

5.   Everyone must sign certification sheet that you have a SFI certified steel flywheel.

